
   

CONTINUATION SHEET 
 
SECTION 00102 LIST OF DRAWINGS  

1.2 CONTRACT DRAWINGS 
 
Sketches SKA-002, SKE-3, SKE-4, SKE-5, SKE-6, SKE-7 and SKE-8 are added to the list of drawings. These 
sketches accompany this amendment. 
 

On NAVFAC Drawing Number 12715938 (ES101) 
 
DELETE 6 poles and luminaires along sidewalk closest to building along with associated conduit and wire.  
 
SECTION 01 45 00.00 20 QUALITY CONTROL  

1.5 QC ORGANIZATION 
 
1.5.5.1 Civil QC Specialists 
 
DELETE the PAVEMENT INSPECTOR in its entirety and REPLACE with the following: 
 
Qualification/Experience in Area 

of Responsibility Area of Responsibility Frequency 
 

Pavement Inspector (Supervisory 
Employee of Paving 
Subcontractor and minimum of 5 
years of paving experience) 

Bituminous and Concrete Paving Full Time during Pavement 
Construction 

Paver Inspector (Paver 
Manufacturer’s Certified 
Installer or an International 
Concrete Paver Institute 
Certified Concrete Paver 
Installer; minimum of 3 years of 
experience installing pavers) 

Permeable Concrete Pavers Full Time during Paver 
Installation 

 
 
SECTION 01 57 19.01 20 SUPPLEMENTAL TEMPORARY ENVIRONMENTAL CONTROLS  

1.3 SUBMITTALS 
 
DELETE “SD-03 Product Data Internal Combustion Engines” in its entirety. 
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SECTION 23 05 93 TESTING, ADJUSTING, AND BALANCING FOR HVAC 

3.5 Indoor Air Quality Construction Management Procedures 

DELETE Paragraph "3.5.b.1" in its entirety and REPLACE it with the following paragraph: 

“3.5.b. 

1. Post-Construction, Pre-Occupancy Flush-Out:  A total air volume of outdoor air in total air changes as 
defined by Equation 10.3.1.4 of ASHRAE 189.1 shall be supplied while maintaining an internal 
temperature of a minimum of 60 degrees F (15 degrees C) and relative humidity no higher than 60%.  
This results in a total of 300 air changes in the building while operating ERV-1 at 4885 cfm of outdoor air 
for 24 hours a day for 14 days.  When complete, submit post construction, pre-occupancy flush out 
report indicating building has been flushed out.” 
 
 
SECTION 27 10 00 BUILDING TELECOMMUNICATIONS  

2.8 TESTS, INSPECTIONS, AND VERIFICATIONS 

ADD the following paragraph: 
 
“2.8.1 Factory Reel Tests 
Provide documentation of the testing and verification actions taken by manufacturer to confirm 
compliance with TIA-568-C.1, TIA-568-C.2,TIA-568-C.3 cables.” 
 
SECTION 27 10 00 BUILDING TELECOMMUNICATIONS 

ADD the following paragraphs: 
 
“2.9 TELECOMMUNICATIONS OUTLET/CONNECTOR ASSEMBLIES 
 
2.9.1 Outlet/Connector Copper 
Outlet/connectors shall comply with FCC Part 68, TIA-568-C.1, and TIA-568-C.2. UTP outlet/connectors 
shall be UL 1863 listed, non-keyed, 8-pin modular, constructed of high impact rated thermoplastic 
housing and shall be third party verified and shall comply with TIA-568-C.2 Category 6 requirements. 
Outlet/connectors provided for UTP cabling shall meet or exceed the requirements for the cable 
provided. Outlet/connectors shall be terminated using a Type 110 IDC PC board connector, color-coded 
for both T568A and T568B wiring. Each outlet/connector shall be wired T568A or T568B. UTP 
outlet/connectors shall comply with TIA-568-C.2 for 200 mating cycles. 
 
2.9.2 Cover Plates 
Telecommunications cover plates shall comply with UL 514C, TIA-568-C.1 and TIA-568-C.2; flush design 
constructed of high impact thermoplastic material to match color of receptacle/switch cover plates 
specified in Section 26 20 00 INTERIOR DISTRIBUTION SYSTEM. Provide labeling in accordance with the 
paragraph LABELING in this section.” 
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